TERMINAL SYSTEM (TYPE FLEAT)

Terminal system (Type FLEAT) shall be furnished and installed as shown on the plans and in
conformance with these special provisions.

Terminal system (Type FLEAT) shall be a Flared Energy Absorbing Terminal 350
manufactured by Road Systems, Inc., located in Big Spring, Texas, and shall include items
detailed for terminal system (Type FLEAT) shown on the plans.

The Contractor shall provide the Engineer with a Certificate of Compliance from the
manufacturer in conformance with the provisions in Section 6-1.07, "Certificates of
Compliance," of the Standard Specifications. The Certificate of Compliance shall certify that
terminal systems (Type FLEAT) conform to the contract plans and specifications, conform to the
prequalified design and material requirements, and were manufactured in conformance with the
approved quality control program.

The terminal system (Type FLEAT) shall be installed in conformance with the
manufacturer's installation instructions and these requirements. The soil tubes shall be, at the
Contractor's option, driven with or without pilot holes, or placed in drilled holes. Space around
the steel foundation tubes shall be backfilled with selected earth, free of rock, placed in layers
approximately 100 mm thick and each layer shall be moistened and thoroughly compacted.
Wood posts shall be inserted into the steel foundation tubes by hand. Before the wood posts are
inserted, the inside surfaces of the steel foundation tubes to receive the wood posts shall be
coated with a grease which will not melt or run at a temperature of 65°C or less. The edges of
the wood posts may be slightly rounded to facilitate insertion of the post into the steel foundation
tubes.

Surplus excavated material remaining after the terminal system (Type FLEAT) has been
constructed shall be disposed of in a uniform manner along the adjacent roadway where
designated by the Engineer.
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